
Vliv nov�  p� idávaných bioslo�ek na osud a chování pohonných hmot 
v �ivotním prost � edí v p� ípad�  havarijní situace 
 

V souvislosti se snahou evropské unie sni�ovat postupn�  podíl spalovaných fosilních paliv v 
silni� ní doprav� , jsou tato paliva � áste� n�  nahrazována biopalivy. � lenské státy EU mají 
povinnost nahradit do roku 2020 v silni� ní doprav�  minimáln�  8% fosilních pohonných hmot 
biopalivy.  

Biopaliva tedy za� ala být v � lenských státech p�imíchávána do pohonných hmot a jejich podíl 
se bude dále zvyšovat. Faktem p�itom z� stává, �e a� koliv vyu�ívání biopaliv má �adu pozitiv, 
nejsou známy dopady pou�ívání bioslo�ek p�idaných do pohonných hmot na �ivotní prost�edí, 
zejména pak jejich vliv v p�ípad�  úniku do okolního prost�edí p�i havarijní situaci � i jejich 
biologická rozlo�itelnost.  

Tento výzkumný projekt má za cíl popsat vliv nov�  p�idávaných bioslo�ek do pohonných 
hmot (bioetanol, ME� O, bioETBE, MTBE) na dynamiku jejich ší�ení horninovým prost�edím 
v p�ípad�  havarijního úniku. Dalším cílem je ov�� ení vlivu bioslo�ek na celkovou afinitu 
k sou� asn�  pou�ívaným sorbent� m a zvláštní pozornost bude v� nována MTBE jako 
problematické slo�ce – prov�� ení mo�ností biodegradace a návrh a testování alternativní 
metody jeho rozkladu.  

Na �ešení projektu se podílí spole� nost DEKONTA, a.s., která p� sobí v oblasti pr� myslového 
výzkumu a podnikání a je p�íjemcem projektu, a dále Mikrobiologický ústav AV � R, v.v.i., 
Praha, jako zástupce z oblasti základního a aplikovaného výzkumu. Projekt je �ešen v letech 
2009 a� 2010. 

V laborato�i spole� nosti DEKONTA, a.s. jsou provád� ny srovnávací testy biodegradace, 
simulace migrace paliv v horninovém prost�edí a sorp� ní testy. Spole� nost DEKONTA, a.s. 
provozuje ekologickou havarijní slu�bu, její� �ešitelé a pracovníci podobných slu�eb p�ímo 
vyu�ijí novou metodiku, která bude jedním z výstup�  tohoto projektu.  
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Obr. 1: Testované b� �n�  pou�ívané sorbenty (zleva: Peatsorb, Vapex, Ecodry a Litedry) 

 

Obr. 2: Kolonový test mobility paliv v horninovém prost� edí (vlevo) a jedna z variant biodegrada� ních 
test�  (vpravo)  

 

Obr. 2: Jeden z p� dních typ� , pou�itý v testech dynamiky ší� ení biopaliv horninovým prost� edím: 
podzol: vlevo vrchní � ást horizontu, vpravo spodní.  



Influence of newly added bio components on the fate and performance of 
fuels in environment in case of emergency situation 
In the context of the European Union’s effort to gradually lower the rate of fossil fuels in road 
traffic are these fuels partially replaced by biofuels. Member states are imposed to replace 
minimally 8% of the fossil fuels used in the road traffic by biofuels by 2020. 

That is why in member states fuels are amended by biofuels and their ratio will increase 
henceforth. However using biofuels is positive in many ways, the fact is that very little is 
known about their impact on the environment, especially in case of leakage in the emergency 
conditions or their biological degradability. 

The aim of this research project is to describe the influence of newly added bio components 
into fuels (bioethanol, FAME, bioETBE, MTBE) on the dynamics of their spreading through 
the rock environment. Another aim is to verify the influence of bio components on the 
complex common-used sorbent affinity with the special attention for MTBE as this 
component is recalcitrant. Verification of MTBE biodegradation possibilities will be done and 
alternative methods of MTBE decomposition will be suggested and tested. 

The project consortium is composed by DEKONTA Co. Dretovice, the company from the 
area of industrial research and business and the project coordinator, and the Academy of 
Sciences of the Czech Republic, Institute of Microbiology, v.v.i., presenting basic and applied 
research body. The project is being solved from 2009 to 2010. 

In DEKONTA’s laboratory the comparative tests of biodegradation are held, migration of the 
fuels through rock environment is simulated and sorption tests are conducted. Institute of 
Microbiology is assuring the majority of measurements and assays. DEKONTA Co. operates 
ecological emergency service, whose managers and workers of other similar services will 
directly employ the new methodology, which is one of the projects outputs. 
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Fig. 1: Tested common-used sorbents (from left: Peatsorb, Vapex, Ecodry and Litedry). 

 

Fig. 2: The column test on the dynamics of fuel spreading through the rock environment (left) and one 
of the biodegradation testing bowls (right). 

 

Obr. 2: One of the soil types, tested on dynamics of fuel spreading through the rock environment: 
podsol. Left: upper layer of the soil horizon, right: lower layer of the soil horizon. 


